
OVERVIEW
The NY-COMBO Series is one of the most popular 
New York City Approved fixtures offered and it is 
always available to ship immediately. Combination 
exit sign with emergency light models, like this one, 
satisfy two NYC building code requirements with 
just one fixture. When faced with installing an exit 
sign and an emergency light in the same location, 
choose a combo model.

Exit signs are required to be installed throughout 
all types of commercial buildings in North America. 
Emergency lights work hand in hand with exit signs 
by providing illumination along the path of egress. 
These safety lighting fixtures work together to 
create a quick and effective system for evacuating a 
building during an emergency.

Combo models have gained popularity over the 
last 20 years because there is just one fixture and 
battery to maintain, instead of two.

EXTERNAL SPECIFICATIONS
The housing is constructed from a durable and 
flame-retardant thermoplastic that is corrosion 
resistant. This LED exit sign combo comes standard 
in white, but is also available with a black finish. The 
universal mounting bracket is easy to snap-on to the 
back or top of the sign.

INTERNAL SPECIFICATIONS
The NY-COMBO Series is configured with universal 
120/277V AC input and solid state charging circuitry. 
Low voltage disconnect, AC lockout, and brownout 
protection are included standard.

LED “EXIT” LIGHT SPECIFICATIONS
Red LED illumination consumes less than 5 watts 
electricity at all times. Maintenance-free LED 
technology features an expected LED lifespan is up to 
15 years. The letters are 8” tall with a 1” stroke.

LAMP SPECIFICATIONS
Emergency lights utilize powerful 6V 3W LED lamps 
that provide powerful emergency illumination. The 
third lamp head can be removed if the application only 
requires two lamp heads.

DIMENSIONS

NY-COMBO SERIES
NEW YORK CITY ALL-LED EXIT SIGN COMBINATION

NYC APPROVED LED EXIT SIGN COMBO
NY-COMBO SERIES

COMBO EXIT SIGN ADVANTAGES
• 2 for 1 solution: exit & emergency light
• New York City Approved
• Three powerful 3-watt LED lamp heads
• Simple Push-Button Battery Testing
• Low Operating Costs
• 15-Year LED Lifespan
• UL 924 Listed



BATTERY BACKUP SYSTEM
The NY-COMBO Series features a maintenance 
free, sealed lead acid exit sign battery. The battery 
features a 24-hour recharge time and provides 
90-minutes of emergency run time. Comes standard 
with a current charge regulator. Simply press the 
external test button to satisfy monthly and yearly 
testing requirements.

INSTALLATION
Metal exit sign combo fixtures, like the NY-COMBO 
Series, are only for indoor installation onto normally 
inflammable surfaces. Make sure to charge the 
unit for at least 24 hours before testing the battery 
backup system.

Relatively easy to install, the unit comes with 
detailed instructions and features a snap-together 
housing and universal mounting capability to make 
wall (back mount) installation quicker.

ELECTRICAL SPECIFICATIONS
120/277V AC dual-voltage operation is standard. 
Other voltages available upon request such as 220V, 
240V, and 480V.

CODE COMPLIANCE
The NY-COMBO Series emergency light is compliant 
with building and fire code regulations throughout 
the United States and Canada. UL924 for USA and 
CUL for Canada. CSA 
Listed. NFPA 101 Life 
Safety Code, NEC, ICC, 
IBC, Damp Location 
Approved. NYC Approved.

WARRANTY
The NY-COMBO Series comes with a three-year 
factory warranty. The lamps are not covered. 
Deliberate damage, misuse, or improper installation 
effectively cancel the warranty. Battery features a 
20% per year pro-rata warranty.

ORDERING INFORMATION
Series			   Letter Color		  Housing Color		  Operation	
NY-COMBO		  R (red)			   W (white)		  BB (battery backup)

NYC APPROVED LED EXIT SIGN COMBO
NY-COMBO SERIES

You can remove the 3rd lamp head if needed



OVERVIEW
The NY-SIGN Series is one of the most popular New 
York City Approved fixtures offered and it is always 
available to ship immediately.

Exit signs are required to be installed throughout 
all types of commercial buildings in North America. 
New York City Approved exit signs are specifically 
designed for use throughout the five boroughs.

EXTERNAL SPECIFICATIONS
The housing is constructed from a durable and 
flame-retardant steel that is corrosion resistant. This 
LED exit sign combo comes standard in white. The 
universal mounting bracket is easy to snap-on to the 
back or top of the sign.

INTERNAL SPECIFICATIONS
The NY-SIGN Series is configured with universal 
120/277V AC input and solid state charging circuitry. 
Low voltage disconnect, AC lockout, and brownout 
protection are included standard.

LED “EXIT” LIGHT SPECIFICATIONS
Red LED illumination consumes less than 5 watts 
electricity at all times. Maintenance-free LED 
technology features an expected LED lifespan is up 
to 15 years. The letters are 8” tall with a 1” stroke.

DIMENSIONS

NY-SIGN SERIES
NEW YORK CITY LED EXIT SIGN

NYC APPROVED LED EXIT SIGN
NY-SIGN SERIES

14.5”

10.5”

2.5”

Universal mount

White powder coat finish

Universal single face and double face (extra faceplate included)Heavy duty 20 gauge construction

20 1-  Rev C1 401

Fulham Co. Inc.: 12705 South Van Ness Ave., Hawthorne, CA 90250 Tel.: 1-323-779-2980 Fax.: 1-323-754-9060.
Specifications subject to change without notice.

order@fulham.com www.fulham.com

FHNY20

New York City Code Steel Emergency Exit Sign

NEW YORK
APPROVED

120/277VAC

61mA 

Input Voltage

Input Current (120V)

14.5” L x 10.5” H Overall Size

5 years from the date of manufacture Warranty

Damp Location

Operating Frequency 60Hz

•      Push- to- test switch  
•      LED charge indicator 

•      Specification grade design
•

 
 General Specifications

•
•      Dual voltage 120V/277V

•
      New York city approved•

Compliance UL 924 Listed

Emergency Operation 90 minutes

Input Current (277V) 31mA 

      Maintenance free, 3.6V lead-acid battery•

Part Number Matrix

Mechanical Data

SIDE VIEWFRONT VIEW

FHNY20
Operation

 AC = AC Only
           EM = Battery Backup

   
 

AC

AC (AC Only) EM (Battery Backup)

39mA 

17mA 

Input Power (120V)

Input Power (277V) 7.9W 4.8W

6.6W 4.5W

Operating Ambient Temperature Range (Ta) 20° to 30°C / 68°F to 86°F

•
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FHNY20

New York City Code Steel Emergency Exit Sign

NEW YORK
APPROVED

120/277VAC

61mA 
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Input Current (120V)

14.5” L x 10.5” H Overall Size

5 years from the date of manufacture Warranty
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•      Specification grade design
•
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BATTERY BACKUP SYSTEM
The NY-SIGN Series features a maintenance free, 
sealed lead acid exit sign battery. The battery 
features a 24-hour recharge time and provides 
90-minutes of emergency run time. Comes standard 
with a current charge regulator. Simply press the 
external test button to satisfy monthly and yearly 
testing requirements.

INSTALLATION
Metal exit signs, like the NY-SIGN Series, are only 
for indoor installation onto normally inflammable 
surfaces. Make sure to charge the unit for at least 24 
hours before testing the battery backup system.

Relatively easy to install, the unit comes with 
detailed instructions and features a snap-together 
housing and universal mounting capability to make 
wall (back mount) installation quicker.

ELECTRICAL SPECIFICATIONS
120/277V AC dual-voltage operation is standard. 
Other voltages available upon request such as 220V, 
240V, and 480V.

CODE COMPLIANCE
New York City Approved. The NY-SIGN Series 
emergency light is compliant with building and fire 
code regulations throughout the United States and 
Canada. UL924 for USA 
and CUL for Canada. 
CSA Listed. NFPA 101 
Life Safety Code, NEC, 
ICC, IBC, Damp Location 
Approved. NYC Approved.

WARRANTY
The NY-SIGN Series comes with a three-year factory 
warranty. The lamps are not covered. Deliberate 
damage, misuse, or improper installation effectively 
cancel the warranty. Battery features a 20% per year 
pro-rata warranty.

ORDERING INFORMATION
Series			   Letter Color		  Housing Color		  Operation	
NY-SIGN			  R (red)			   W (white)		  BB (battery backup)

NYC APPROVED LED EXIT SIGN
NY-SIGN SERIES



OVERVIEW
The NY-LED-EL Series steel emergency light is approved 
for use throughout New York City’s five boroughs. It 
features a rugged 20-gauge steel housing finished in 
a white powder coat. The NY-LED-EL features (2) top-
mounted LED lamp heads.

The NY-LED-EL has a 90-minute emergency run time; 
this sturdy fixture is ideal for many commercial 
environments including schools, warehouses, apartment 
buildings, and government institutions. The NY-LED-
EL surface mounts in a number of different ways to a 
variety of surfaces and features conduit knockouts on 
either side of the unit making installation simple.

EXTERNAL SPECIFICATIONS
The 20-gauge steel enclosure provides a secure 
environment for the battery and circuitry of the unit 
while the lamp heads are mounted securely to the top 
of the fixture. Custom colored finishes are available for 
an additional charge, call or email to inquire.

INTERNAL SPECIFICATIONS
The NY-LED-EL is configured with universal 
120/277VAC input and solid state charging circuitry. 
Low voltage disconnect, AC lockout, and brownout 
protection are included standard.

DIMENSIONS

NY-LED-EL SERIES
NEW YORK CITY LED EMERGENCY LIGHT

NY-LED-EL
LED NEW YORK CITY EMERGENCY LIGHT



LAMP SPECIFICATIONS
Comes with (2) LED lamp heads but can also be ordered 
with (3) lamp heads.

BATTERY SPECIFICATIONS
This NYC Approved emergency light is outfitted with 
a maintenance free, sealed valve regulated nickel-
cadmium battery. The battery features a 24-hour 
recharge time and provides 90-minutes of emergency 
run time for the standard model with (2) or (3) lamp 
heads. Comes standard with a current charge regulator.

WARRANTY
The NY-LED-EL Series comes with a three-year factory 
warranty. The lamps are not covered. Deliberate 
damage, misuse, or improper installation effectively 
cancel the warranty. Battery features a 20% per year 
pro-rata warranty.

ORDERING INFORMATION
Series				    # of Lamps			   Finish			 
NY-LED-EL			   2 (two)				    W (white)
				    3 (three)

INSTALLATION
NYC approved steel emergency lights are for indoor 
installation onto normally inflammable surfaces. They 
are designed for heavy-duty applications that do not 
feature direct contact with moisture or corrozive agents.

The NY-LED-EL Series is suitable for wall mounting and 
features side and back conduit knockouts. The unit 
comes with detailed instructions for installation. 

Connect either 120 or 277V AC power into the unit, 
connect the battery, and let the fixture charge for 24 
hours.

CODE COMPLIANCE
NEW YORK CITY APPROVED by 
the Department of Buildings. The 
NY-LED-EL Series emergency light 
is compliant with building and fire code regulations 
throughout the United States and Canada. UL 924 Listed. 
NFPA 101 Life Safety Code, NEC, ICC, IBC, Damp Location 
Approved. 

NY-LED-EL
LED NEW YORK CITY EMERGENCY LIGHT



OVERVIEW
The NY-LIT Series is a one-of-a-kind exit sign solution 
which can be configured to adapt to any type of 
indoor application. The universally configurable 
edge-lit exit sign can be made to be single or double 
sided with a recess or surface mount. This exit sign 
is approved for use in the five boroughs of New York 
City.

The battery backup model features a 90-minute 
battery system for emergency operation during 
power outages. A push button allows for easy testing 
of the battery backup.

EXTERNAL SPECIFICATIONS
The NY-LIT Series housing is constructed from 
aluminum and durable and flame-retardant 
thermoplastic. This LED exit sign comes standard 
with an aluminum finish and features 8” tall letters 
with a color choice of red or green. The EXIT panel is 
clear unless ordered double-sided with mylar insert. 
Chevrons (arrows) are in-field applicable.

INTERNAL SPECIFICATIONS
The NY-LIT is configured with universal 120/277V AC 
input and solid state charging circuitry. Low voltage 
disconnect, AC lockout, and brownout protection are 
included standard.

ELECTRICAL SPECIFICATIONS
Connect either 120 or 277V AC power into the unit, 
connect the battery, and let the fixture charge for 24 
hours.

LED SPECIFICATIONS
Red LED illumination for 8” tall, 1” thick ‘EXIT’ 
letters consumes less than 5 watts electricity at all 
times. Maintenance-free LED technology features 
an lifespan of up to 15 years. A clear panel comes 
with the single-sided models, and a mirrored panel is 
supplied for double-sided models.

BATTERY BACKUP SYSTEM
The battery backup model for the NY-LIT is outfitted 
with a maintenance free, nickel cadmium exit sign 
battery. The battery features a 24-hour recharge 
time and provide 90-minutes of emergency run 
time. Simply press the external test button to satisfy 
monthly and yearly testing requirements.

NY-LIT SERIES
RECESS OR SURFACE MOUNT NYC APPROVED EDGE-LIT EXIT SIGN

NY-LIT SERIES
RECESS OR SURFACE MOUNT EDGE-LIT EXIT SIGN

recessed drywall mount

surface wall/ceiling mount



WARRANTY
The NY-LIT Series comes with a 3-year factory 
warranty. The lamps are not covered. Deliberate 
damage, misuse, or improper installation effectively 
cancel the warranty. Battery features a 20% per year 
pro-rata warranty. 

INSTALLATION
Edge-lit exit signs are for indoor installation onto 
normally inflammable surfaces. The NY-LIT Series is 
relatively easy to install. The unit comes with detailed 
instructions and features recess mountings for both T-bar 
grid and drywall ceiling applications.

The mounting bracket (surface mount only) makes 
attaching the NY-LIT to the ceiling or wall easy. Use 
the bracket for top (ceiling), back (wall), or side (flag) 
mounting configurations. 

CODE COMPLIANCE
The NY-LIT Series emergency light is compliant with 
building and fire code regulations throughout the United 
States and Canada. ETL Listed to 
UL 924. NFPA 101 Life Safety Code, 
NEC, ICC, IBC, Damp Location 
Approved, New York City Approved.

ORDERING INFORMATION
Series		  Operation 		        Letter Color		  Mounting		  Face Count
NY-LIT	 BB (battery backup) 	       R (red)		  S (surface)		  1 (single-sided)				  
	 AC (AC only)		     			   R (recessed t-bar grid)	 2 (double-sided)
	 2CK (dual-circuit AC only)				    RD (recessed drywall)

RECESS OR SURFACE MOUNT EDGE-LIT EXIT SIGN
NY-LIT SERIES

RECESS MOUNT DIMENSIONS

SURFACE MOUNT DIMENSIONS

9.875”

9.875”

clear panel shown with
recessed t-bar grid mount



OVERVIEW
The NY-WET Series of New York City Approved exit 
signs feature weatherproof construction that is UL 
Listed for Wet Locations. The combo model features 
an outdoor LED exit sign with (2) top-mounted 9W 
lamps. 

The battery backup model features a 90-minute 
battery system for emergency operation during 
power outages. A push button allows for easy testing 
of the battery backup. Standard white finish.

If faced with the installation of both and exit sign 
and an emergency light, choose the combination 
model to save time and money and reduce future 
maintenance requirements and costs by operating 
only one fixture for two purposes.

NEW YORK CITY CODE-COMPLIANCE
The NY-WET exit sign and combination exit sign 
with emergency lights are both approved for use 
throughout the five boroughs of New York City. The 
exit sign meets NYC code requirements and features 
8” tall red letters with a 1” stroke (letter width). The 
signs are manufactured in New Jersey, and take less 
than two days to arrive through ground delivery.

NYC APPROVED WET LOCATION EXIT SIGN

EXTERNAL SPECIFICATIONS
The NY-WET Series housing is ENMA 4X rated and 
constructed from a durable and flame-retardant 
thermoplastic that is damp and wet location listed. 
The sign is designed for back (wall) mount only 
and features knock-out patterns for easy electrical 
connection.

Comes standard with an off-white finish and clear 
polycardbonate faceplate which is features full-
gasketed construction to prevent moisture intake.

INTERNAL SPECIFICATIONS
The NY-WET is configured with universal 120/277V 
AC input and solid state charging circuitry. Low 
voltage disconnect, AC lockout, and brownout 
protection are included standard.

LED SPECIFICATIONS
Red or green LED illumination consumes less than 5 
watts electricity at all times. Maintenance-free LED 
technology features an expected LED lifespan is up to 
10 to 15 years.

NY-WET SERIES

NY-WET SERIES
OUTDOOR WET LOCATION LED EXIT SIGN & COMBO



SELF-DIAGNOSTIC TESTING (SDT OPTION)
SDT circuitry continuously monitors every critical 
function of the unit. Purchase the SDT option to 
eliminate the requirement of monthly/yearly manual 
testing of emergency lights/exit signs. SDT meets 
NFPA 101 Life Safety Code requirements for periodic 
testing.

BATTERY SPECIFICATIONS
The NY-WET features a maintenance free, nickel-
cadmium or lead-acid battery. Choose the “IH” 
option for cold-weather locations, to insure the unit 
operates properly in temperatures as low as -4ºF.

The battery features a 24-hour recharge time and 
provides 90-minutes of emergency run time. Comes 
standard with a current charge regulator. Simply 
press the external test button to satisfy monthly and 
yearly testing requirements.

REMOTE CAPABILITY (RC OPTION)
The RC option allows the fixture to operate multiple 
lamp heads that are located away from the fixture. 
Utilizing the remote capability option eliminates 
installation of more individual fixtures and decreases 
the number of batteries to be maintained.

INSTALLATION
Waterproof exit signs and combo fixtures, like the 
NY-WET Series, are only for outdoor/wet location 
installation onto normally inflammable surfaces. 
Make sure to charge the unit for at least 24 hours 
before testing the battery backup system.

Relatively easy to install, the unit comes with 
detailed instructions and features knock-outs to 
enable a simple and effective process.. Make sure to 
tighten all screws to insure protection from moisture 
contact and other elements.

ELECTRICAL SPECIFICATIONS
120/277V AC dual-voltage operation is standard. 
Other voltages available upon request such as 220V, 
240V, and 480V.

COMPLIANCE
The NY-WET Series emergency 
light is NYC Approved and 
compliant with building and fire 
code regulations throughout 
the United States and Canada. ETL Listed to UL 924. 
NFPA 101 Life Safety Code, NEC, ICC, IBC, Damp 
Location Approved, Wet Location Listed by UL.

WARRANTY
The NY-WET Series comes with a 3-year factory 
warranty. The lamps are not covered. Deliberate 
damage, misuse, or improper installation effectively 
cancel the warranty. Battery features a 20% per year 
pro-rata warranty.

SIDE-MOUNT LAMP OPTION
The NY-WET Series comes standard with top-
mounted lamps, and back (wall) installation. The 
“SM” option configures the lamps on the side, which 
allows for top mounting (ceiling). 2-4 week lead time 
on this option.

ORDERING INFORMATION
Series				    Letter Color	 Face Count	 Operation		  Options
NY-WETX (LED exit sign)		  R (red)		  1 (single)	 *BB (battery backup)	 SDT (self-diagnostic testing)
NY-WLCX (combo exit/em light)			   2 (double)	  AC (AC only)		  RC (remote capable)
											           IH (internal heater)
*Must choose BB option when selecting WLCX combo model.					     SM (side-mount lamps)
											           3H (3 top-mounted lamps)

NYC APPROVED WET LOCATION EXIT SIGN
NY-WET SERIES

20”

12”

19” *NY-WETX does not have
lamp heads top-mounted.

DIMENSIONS*



ORDERING INFORMATION
Series				    Letter Color	 Face Count	 Operation		  Options
NY-WETX (LED exit sign)		  R (red)		  1 (single)	 *BB (battery backup)	 SDT (self-diagnostic testing)
NY-WLCX (combo exit/em light)			   2 (double)	  AC (AC only)		  RC (remote capable)
											           IH (internal heater)
*Must choose BB option when selecting WLCX combo model.					     SM (side-mount lamps)
											           3H (3 top-mounted lamps)

EXTERNAL SPECIFICATIONS
The durable and waterproof housing is suitable for 
installation into wet location environments that 
feature moisture, rain, sleet, and snow. An internal 
heater should be ordered with the unit for freezing 
environments.

BATTERY
The NY-WET-EL uses sealed lead calcium emergency 
light batteries Provides a minimum 90 minutes of 
emergency power to the (2) lamp heads and can also 
provide power to remotely located lamp heads.

DIMENSIONS

ELECTRICAL SPECIFICATIONS
120/277V AC dual-voltage operation is standard. 
Other voltages available upon request such as 220v 
and 240v.

NICKEL CADMIUM BATTERY OPTION
The unit can come with a nickel cadmium battery. A 
step above the standard sealed lead calcium batter, 
Ni-Cad batteries have a 5-7 year lifespan, are easier 
to replace, and decrease shipping weight.

NEW YORK CITY APPROVED WET LOCATION

OVERVIEW
The NY-WET-EL Series Wet Location LED Emergency 
Light is New York City Approved and outdoor rated. 
Designed for all types of environments that feature 
moisture and wetness, this wet location model is 
weatherproof and waterproof and comes with (2) 
top-mounted LED lamp heads (NYC Approved).

The internal battery constantly charges from AC 
power is prepared to provide at least 90 minutes 
of emergency mode illumination power in case AC 
electricity is lost during a power outage, fire, or other 
emergency.

For applications where temperatures can fall below 
freezing. This model can be outfitted with an optional 
internal heater that allows the emergency light and 
its battery backup system to function below 32ºF. 

The housing of the NY-WET-EL Series Wet Location 
Emergency Light is constructed from durable and 
rugged fiberglass which is fully gasketed to prevent 
any moisture from entering the fixture. Operates 
using 120 or 277V AC electricity. UL 924 Listed for the 
United States. Five year warranty.

NY-WET-EL

NY-WET-EL SERIES
HEAVY DUTY LED WET LOCATION EMERGENCY LIGHT

ORDERING INFORMATION
Series				    Options			 
NY-WET-EL-6-18-2-3W		  IH (battery heater)
				    NC (ni-cad battery)


